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(Metric Measurements. Specifications subject to change without notice.)

MODEL HD30 HD50

Net Weight 29 Lbs. (13.2kg) 51 Lbs. (23kg)

Chuck Size 7/8" x 3 1/4" (22.2mm x 82.6mm) 7/8” x 4 1/4” (22.2mm x 107.9mm)

Blows Per Minute 2700 2300

Air Inlet (NPT) 3/4" (19.1mm) 3/4" (19.1mm)

Air Consumption 73 CFM (2.12m/min) 92.2 CFM (2.6m/min)

The Hornet Drill from MBW is an ergonomic,  
pneumatically operated utility drill designed with  
operator safety and comfort in mind. Available in both 
a 30 lb and 50 lb hammer version.

HORNET DRILL

  Vibration isolators that protects the  
 operator from drill vibrations and  
 reduce fatigue. 

  Best-in-class ergonomics  
 and drilling efficiency

  Drill guide removes the  
 need for the operator to  
 guide the drill bit into position  
 using their feet - improving  
 safety and accuracy. 

 
The Hornet is capable of drilling  
through a variety of materials  
including concrete, asphalt,  
brick and dirt. Configurations  
include various drill bit sizes, 
including 24/22”, 30/27” and 36/40”.

                              PRECISION DRILL GUIDE

FEATURES


